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—. windows Driver Installation

'@ RPS8Setup

Double click the icon as above.

Following is the welcome screen:

B N

YWelcome to the RP58 Thremal Printer
Driver Setup Wizard

This will install RP58 Thermal Printer Driver on your computer.

It is recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

[ Mext = ]| Cancel

Click “next” (see the following picture)




&) Setup - RPS8 Thremal Printer Drive

Select Destination Location
Where should RPS8 Thrermal Printer Driver be installed?

To continue, click Next. If you would like to select a different folder, click Browse.

—
oqram Files (x86)}\RP58Drv Elrowse...)

| l Setup will install RP58 Thremal Printer Driver into the following folder.

At least 6.8 MB of free disk space is required.

Enalist

[ < Back [ Mext > ]l Cancel ]

The driver default(recommended) installed in C specific foler, if the
user hope to change the installanation path, please click “ Browse...” and
choose the destination folder, then click “Next”. (see the following

picture)



5] Setup - RPS8 Thremal Printer Dri

License Agreement ~
Please read the following important information before continuing. @

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

SOFTWARE LICENSE AGREEMENT

~

IMPORTANT - PLEASE READ CAREFULLY! The software you are about to download =
will be licensed to you, the licensee, on the condition that you agree with us to the
terms and conditions set forth in this legal agreement. PLEASE READ THIS
AGREEMENT CAREFULLY. YOU WILL BE BOUND BY THE TERMS OF THIS

AGREEMENT IF YOU INSTALL, DOWNLOAD, COPY, OR OTHERWISE USE THE
SOFTWARE. If you do not agree to the terms contained in this agreement, please

do not install or download the software. Please record the date of download in

order to activate the limited ninety (90) day warranty (see below).

Cé' I accept the agreemenD

() 1do not accept the agreement \
English

——

[ < Back | Next > [ Cancel J

Please read the license agreement carefully and then choose “ I accept
the agreement”. (see the following picture)

ﬂﬁ'n—* [

Ready to Install

Setup is now ready to begin instaling RP58 Thremal Printer Driver on your
computer.

Click Install to continue with the instalation, or click Back if you want to review or
change any settings.

Destination location:
C:\Program Files (x86)\RP58Drv

English

[ < Back ][ Install ]l Cancel

Click “Install.” (See the following picture).




Rp38install (-

Add Printer:RP5E Printer successfully!

L

After it, please wait for minutes, when the pending installnation is
conpeleted that would appears the above information, which means the
setting is successful, then click “ok™. (see the following picture)

Completing the RP58 Thremal Printer Driver
Setup Wizard

Setup has finished instaling RP58 Thremal Printer Driver on your
computer.

Click Finish to exit Setup.

Click “Finish” to exist the setup.



. Setup and test the printer
1. Setting printer property

Control Panel
I“i.i Paint nver
‘\’ Getting Started Documents
EN Ot

Pictures
% Snipping Tool

Music
@ Windows Media Center
Ca

Games
Calculator

Computer
Sticky Notes

% Remote Desktop Connection
Devices and Printers

er Magnifier
Default Programs

@ Microsoft Office Access 2007

»  All Programs

Control Panel

Help and Support

' Search programs and files P ’ | Shut down £
LR e ——————— —— o B — I

Click”Start” menu, then find and click “ Devices and Printers” as

above. (see the following picture)

See what's printing
pp| ¥ Setas default printer

Printing preferences

(Printer properties )

Create shortcut

Troubleshoot

Remove device

Properties




Right click “RP58 Printer” and choose “Printer Properties” that would

appear following picture:

@ RP58 Printer Properties Iﬂ
| Securty I Device Settings | About .

General | Sharing | Ports Advanced | Color Management
i l'."

Location:

Comment:

Model: RP5SEEM
Features
Color Mo Paper available:
Double-sided: Mo Printer 58(48) x 3276 mm -
Staple: Mo
Speed: Unknown
Maxirum resclution: 203 dpi g

Preferences... l ’ Print Test Page l
| ok || Cance || ook

In RP58 Printer Properties, please find “General” option, the user
could configure the communication interface of printer, such as serial,
parallel, USB, and also could set the paper size etc. When the setting is

finished, the user could print the test page.



2~ Serial Port Configuration

In “RP58 Printer Properties”, please switch to “Ports” option to set up
the serial communication interface between printer and computer, such as

following picture:

rg!_@ RP58 Printer Properties M1
Securty I Device Settings | About .
General I Sharing | | Ports I | Advanced | Color Management

*ﬁ RP58 Printer /

Print to the following port(s), Defurnents will print to the first free
checked port.

Port Description * Printer ar

Serial Port
Serial Port
Print to File
[7] USBDOZ  Virtual printer port for...
[7] USBOO1  Virtual printer port for..,
[[119216... Standard TCP/IP Port ZTEOD Printer

m

[] ¥PSPort: Local Port Microsoft XPS Documetlk Writer -
’ Add Port... ] [ Delete Port Configure Port...
Enable bidirectional support
[] Enable printer pooling
ok ][ Cancel |[ Ay |

Choose available COM interface, such as the one shown in above and
then click “Configure Port” for parameter setting. (see the following

picture)



COM1 Properties L? S|
Port Settings

Grts per second: [B'ED'I] D

Data bits: |8 -|
Parity: | None -

Stop bits: [1 - |
Flow control: | Hardware -

[ Restore Defaults J

==

“ Bits per second” is the baud rate of serial port, the option should be

b

same as printer setting, such as the baud rate of printer is “9600bsp”, the
user should choose “9600” at here. ( Factory default baud rate is
9600bps.)

After setting, click “Apply” first, then click “OK”.

Before returning the following picture, please click “ Apply " to

complete the configuration of serial port.



o N
5 RPS8 Printer Properties u

Securty I Device Settings | About .
General I Sharing | Ports Advanced | Color Management

fﬁi RP58 Printer

Print to the following port(s). Decuments will print to the first free
checked port.

Port Description Printer ar

[[] comd:  Serial Port
COM1:  Senal Port
[ FILE: Print to File F
[7] USBDOZ  Virtual printer port for...

[7] USBOO1  Virtual printer port for..,

[[119216... Standard TCP/IP Port ZTEOD Printer

[] ¥PSPort: Local Port Microsoft XPS Document Wiiter

m

1

’ Add Port... ] [ Delete Port ] | Configure Port...

Enable bidirectional support

["] Enable printer pooling

-

o

3. Parallel Port Configuration

In“RP58 Printer Properties”, please switch to “Ports” option to set up
the parallel communication interface between printer and computer. Such

as the following picture:



o ™
i RP58 Printer Properties u
Securty Device Settings | About .

General I Sharing | [ Ports ] | Advanced | Color Management

iﬁ RP58 Printer

checked port.

Print to the following port(s). Decunents will print to the first free

Port Description Printer J
Printer Port
[] LPT2: Printer Port E
Y LPT3:  Printer Port
[l comMz:  Serial Port
[(] COM3:  Serial Port
[[] comd:  Serial Port
[[] ComML:  Serial Port RP58 Printer -
o
| AddPort.. ||  DeletePot || ConfigurePatt.. |

Enable bidirectional support

["] Enable printer pooling

[ ok || cancel ][[ Apply |

Choose available LTP port, like the one shown in above and then click

“Apply” to finish the configuration of parallel port.

4., USB Port Configuration

In “RP58 Printer Properties”, please switch to “Ports” option to set up

the USB communication interface between printer and computer. Such as

the following picture:

11



o N
i RP58 Printer Properties M

Securty I Device Settings | About .
General I Sharing | | Ports I | Advanced | Color Management

aﬂ@ RP58 Printer

Print to the following port(s). Decuments will print to the first free
checked port.

Port Description Printer

[[] comd:  Serial Port
[[] COML:  Serial Port
[ FILE: Print to File ' F
™| USB002  Virtual printer port for...
FIUSBD0L  Virtual printer port for...
[[119216... Standard TCP/IP Port ZTEOD Prinke

m

[] ¥PSPort: Local Port Microsoft XPS Deeyment Writer -
.
’ Add Port... ] [ Delete Port ] [ Configure %\ ]

Enable bidirectional support

["] Enable printer pooling

ok J [ coma [ mew )

i —_

Choose the available USB port, such as the one shown in above and

then click “Apply” to complete the configuration of USB port.

5. Print test page

When the configuration of communication port is finished, the user

could print the test page.

Return to the “General” option in “RP58 Printer Prosperities”, such as

the following picture:




o N
5 RPS8 Printer Properties ﬁ
| Securty I Device Settings | About .
General | Sharing | Ports Advanced | Color Management
Location:
Comment:
Model: RP5S8EM
Features
Color: Mo Paper available:
Double-sided: No Printer 58(48) x 3276 mm »
Staple: Mo
Speed: Unknown
Mazxirnum resclution: 203 dpi g
Preferences... ﬂ Print Test Page D
Mo -
| ok || Cance || ook
e

Click “Print Test Page”, if the printer has connected to the computer
and the configuration of communication port is correct, the printer would

execute the print command , then print the test page.

6. Other properties and functions setting

The user also could set up the cash drawer operation, please find

following instructions:




-
% RPS8 Printer Properties

===

| Security | Device Settings I About ..
General | Sharing | Partz I Advanced | Color Management
' .1".

Location:

Comment:

Model: RPSEEM
Features
Color: Mo Paper available:
Double-sided: Mo Printer 58(48) x 3276 mm -
Staple: Mo
Speed: Unknown
Maximum resolution: 203 dpi i

Q Preferences... J[ Print Test Page ]
[ ok || Cancel || fppi
M - —
= RP58 Printer Printing Preferences

Layout IPapen"QuaIity |
| S

Orientaticn:

-
Page Order:

Front to Back -

Page Format
Pages per Sheet 1 -

Draw Borders

0K | [ camcel || ey




]
b RP58 Printer Printing Prefarences R

Paper/Cuality

Tray Selection

Paper Source: Automatically Select -

Media: o Cash Drawer =

Mo Cash Drawer

Cash Drawer Before Printing
Cash Drawer After Printing
e

| oK || cCancel || eply

Cash Drawer Setting:
NO Cash Drawer.
Cash Drawer Before Printing.

Cash Drawer After Printing.



