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1. Introduction

Welcome to use RP80 thermal printers. The Ethernet parameters of the printers
not only could be updated by the WINDOWS utility software that we offered, but
also could be updated through the browser (i.e. IE/Firefox). (Note: only for
RP8OUSE. RP80W printer currently)
2+ Obtain printer IP

Connect the printer with power adapter, press the FEED buttons, and then open
the power switch, waiting for 1 to 2 seconds, and the printer would print the demo
page automatically, find the IP address on the demo page. The default IP is

192.168.1.87.

3. Connect the printer

1. Connect directly through Ethernet cable

192.168.1.xx RJ45--------------—-- Ethernet cable----------------- RJ45 192.168.1.XX
Set the IP of printer and computer to be of the same network segment. i.e. .:
192.168.1.xx

For example,printer: 192.168.1.87, computer: 192.168.1.123

2+ Connect through Network device

192.168.1.xx Router 192.168.1.xx

Set the IP of printer and computer to be of the same network segment. i.e.:

192.168.1.xx



For example,printer: 192.168.1.87, router: 192.168.1.1, computer: 192.168.1.123

4. Modify the parameters

1. Page set up
Open the browser, such as Internet explorer, enter the printer IP address, as
shown in figure 1, and then press enter.
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Figure 1

2+ Checking the interfaces

Enter the web page, the user could see the related information of printer

interface , as shown in figure 2.

Ethernet WebConfig Version 1.00

Interface Status
Inte rface View the current status of the interface module.
Printer Status Status
e Mac Address 168-1-87-18-52-86

Conliggre erface
IP Address ~ 192.168.1.87
SubnetMask 255.255.255.0

Figure 2

3. Checking printer status

Click Printer status links on the left, check the printer status:
1. Coverisopen

2. Cutter error

3. Paperend

4. Paper near end

5. Printer Off-Line



As shown in figure 3.
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Printer Status Check the status of the connected printer.
Coverls Open  Yes
Cutter Error Mo
Paper End Yes |
Paper MearEnd Mo
Printer Off-Line Mo
i Print Test Page “ Refresh J
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Figure 3
1. Click Printer Test Page and the printer would print a test page
2. Click Refresh to check the updated status of the printer.
4, Setting the parameter of Ethernet interface
Click Configure Interface link, and then enter the page of settings for the Ethernet
interface, as showed in figure 4.
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ﬁ]?:::ggere Settings for the Ethernet Interface .
Fixed IP Address: 1
|DE\|'1C9 IP Address ||£| 168 ,,
SubnetMask | 255|[255|[255][0 |
i Reztore Default i [ Save J [ Exit J
“

Figure 4

Enter new parameters, as showed in figure 5, New IP: 192.168.1.86, then click Save.
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Printer Status Interface
Configure Interface
Fixed IP Address:
Cevice IP Address , , ,
SubnetMask | 255|[255|[255[[0 |
Restore Default ] [ Sawve ] [ Exzit
b

Figure 5

A dialog box popup, as showed in figure 6, choose OK.

Fleaze zelect “Reboot™ function!

' If wou think that your changing is walidated,
LY

Figure 6
Click Reboot on the left to restart the printer, a dialog box popup, choose OK. As

showed in figure 7

) | UK to Restart?
\{/ Any printing in progress will be terminated

[ ok |[ Cancel ]

Figure 7

Click YES, then showed as figure 8.



System Message

Please Wait for printer to reboot!
But if you change the IP address, Enter the
new address to the address bar after the
printer reboot.

Figure 8
Waiting for a few seconds, the printer gives out a hoot, which indicates that the
printer has finished restarting and the modified program is over now.
If the user would like to continue modifying, enter new IP in the browser, and repeat

operating the above steps, as showed in figure 9.
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Figure 9




